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The 3-piece (3P) C-Loop haptics are made from soft, flexible polyvmylldene f:: 7
fluoride (PVDF) to reduce the risk of damage and deformation during insertion.
The soft haptics of the 3P lens have a large contact area, maintaining the shape

of the capsular bag and reducing I0Lmisalignment. e

Configuration of the 3P lens
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Incision sizes and power range

2.4mm (through sclera cornea)
2.6mm(through cornea)

+6.0 through +26.0 dioptre:
+6.0 to +10.0 dioptre (1.0D increments)
+10.0 to +26.0 dioptre (0.5D increments)

Scan the QR code for more information on A ™preset ical specifi
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~_Incision sizes and power range

+6.0 to 2.2mm (through sclera cornea)
+26.0 dioptre| 2.4mm (through cornea)

+26.5 to 2.4mm (through sclera cornea)
+30.0 dioptre| 2.6mm (through cornea)

+6.0 through +30.0 dioptre:
+6.0 to +10.0 dioptre (1.0D increments)
+10.0 to +30.0 dioptre (0.5D increments)

Scan the QR code for more information on Avansee™preload1P technical specifications.
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Avansee Preload1 P Tor|c IOL retains the spherical aberration of the eye and offers
PAC technology The unique PAC technology delivers greater cylinder power at the

ce_nter of the cornea, where the astigmatism is more pronounced, and less cylinder
— power at the periphery where the astigmatism is lower. Avansee Preload1P Toric
corrects astigmatism where necessary and minimises over correction.

Configuration of the Toric lens
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Cylinder powers, Incision sizes and power range

2.2mm sclera cornea
2.4mm cornea

+6.0 to +26.0 dioptre:

+6.0 to +10.0 dioptre (1.0D increments)
+10.0 to +26.0 dioptre (0.5D increments)

Scan the QR code for more information on Avansee™preload1P technical specifications.
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